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HLAVNÍ PARAMETRY
Průměr kol: 1350 mm
Šířka kol: 160 mm

2000 mmMax. průměr kulatiny:                Ø 
Max délka kulatiny:                     NA PŘÁNÍ
Délka / šířka pilového pásu:     10215 / 180 mm *  
Příkon hlavního motoru: 
Kapacita pořezu: 

75 kW / 110 kW
až 100 100 m3 / 8h * 

*oboustranný pás je o 20mm širší

NEJVĚTŠÍ LEŽATÁ 
PÁSOVÁ PILA NA SVĚTĚ

Masivní pohyblivé 
kazety se 2 polohami

Široký pilový pás s chlazenímMasivní konstrukce

Hydraulická plošina pro vykládku prisem
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Horizontal bandsaws for cutting 
hard exotic wood with big 

diameter

Specialty of  these bandsaws is a robust and wide 
construction with additional reinforcements. All 

manipulation and control components including 
electronics are adapted to harsh weather 

conditions. We have also perfected form for 
easy transportation and installation.

THE WORLD BIGGEST 
HORIZONTAL BAND SAW

TECHNICAL DATA
Diameter of  main wheels: 1350 mm
Width of  main wheels: 160 mm
Max. log diameter: Ø 1550 mm
Cutting lenght:  ON DEMAND
Bandsaw blade lenght/width:  9800 /180 mm*
Main motor power [kW]: 55 Kw/75 Kw
Cutting capacity: up to 80 m3 / 8h * 
*doublesided blade is +20mm wider

Twin log turners – 
movable for big logs

Controled in a separate 
operator cabin.

* Option / additional equipment (page 14)




